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INFRASTRUCTURE COMMITTEE MEETING
6:00 p.m.

Monday, June 22, 2015
HAMPDEN TOWN OFFICE

AGENDA

MINUTES — 05/26/2015 Meeting

OLD BUSINESS

2. Municipal Building/Pool Parking — Woodard & Curran

b. Hampden Route 1A Project Information

¢. Old County Road Culvert Replacement Project — addition of manhole
replacement — Public Works Director

NEW BUSINESS

a. Bridge inspection reports — Manning Mill Road

PUBLIC COMMENTS

COMMITTEE MEMBER COMMENTS



INFRASTRUCTURE COMMITTEE MINUTES
Tuesday, May 26, 2015

Attending:
Councilor Dennis Marble Councilor Terry McAvoy
Councilor William Shakespeare Councilor Stephen Wilde
Mayor David Ryder Susan Lessard, Town Manager

Randy Gardner, Gardner Construction
The meeting was opened at 6 p.m. by Councilor Marble.

An item was added to the agenda under new business —

3. b — Request to Close Lower Coldbrook Road for Water District project — Randy
Gardner of Gardner Construction attended the meeting to request permission from the
Council to close the lower end of Coldbrook Road to all but local travel for a period of 7 -
10 days beginning June 8" to do a portion of the water line replacement project for the
Hampden Water District. The Committee asked that proper notifications be made, that
work was not also being done on Route 1A North at the same time, and that appropriate
traffic control measures would be taken. Motion by Councilor McAvoy, seconded by
Mayor Ryder to recommend to the full Council that permission be granted to Gardner
Construction to close the lower end of Coldbrook Road for a period of 7-10 days
beginning June 8" for a water line replacement project. Unanimous vote in favor.

1. MINUTES - 04/27/2015 Meeting — Motion by Councilor McAvoy, seconded by
Councilor Shakespeare to approve the minutes as presented. Unanimous
vote in favor.

2. OLD BUSINESS
a. Video/Audio Equipment Replacement — Motion by Councilor Wilde,

seconded by Councilor McAvoy to recommend to the full Council to put
the audio/video equipment replacement project out to bid. Unanimous vote
in favor.

b. Flags Project — Councilor Shakespeare reported that he and former
Councilor Tom Brann had put up the flags on the telephone poles. He
indicated that many of the flag holders were in bad shape and that there
were not sufficient flags for all the holders that were on the poles. There
was extended discussion on how large a coverage area there should be,
what the options were for different holders, and what the cost of holders
and replacement flags would be. Councilor McAvoy said that he could
make holders for the flags. Councilor Shakespeare will continue to
research holders, the Town Manager will get firm prices on the flag/pole
combination and this will be on the Infrastructure Committee agenda in
June.

3. NEW BUSINESS
a. Well Pump Failure ~ Snowmobile Club — The Town Manager explained

that there had been a line break in the water line to the cemetery that
utilizes the well for the Snowmobile Club. As a result, the well was



pumped dry. Shortly after that, the pump failed. The Club has requested
whether the Town will help with the pump replacement costs. Due to the
age of the pump, the Town Manager recommended that the Town cover
$500, or approximately 25% of the cost. Motion by Mayor Ryder,
seconded by Councilor Wilde to recommend to the Council that the Town
fund $500 of the replacement cost of the well pump at the Snowmobile
Club due to the water line break at the cemetery that caused the well to be
pumped dry. Unanimous vote in favor.
4. PUBLIC COMMENTS
5. COMMITTEE MEMBER COMMENTS

Mayor Ryder asked about having trash cans in cemeteries, reported that

Jamie Leonard would be starting work on repair of the wall in front of

Dorothea Dix Park, and asked about the status of parking expansion at the

pool and the town office. The Manager will invite Jim Wilson of Woodard and

Curran to the next meeting to discuss the parking expansion options that may

require a Site Plan through the DEP.

Councilor Shakespeare asked why there was no water at Dorothea Dix Park

on Memorial Day weekend. He also reported that Snowman’s printing would

be doing ali the printing for Children's Day at no charge.

Councilor McAvoy asked if there were signs at Dorothea Dix and at

Cemeteries stating that the water provided was not for drinking. The Manager

will check on that.

The meeting was adjourned at 6:55 p.m.
Respectfully submitted,

Susan Lessard
Town Manager
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Susan Lessard <manager@hampdenmaine.gov>

Route 1A Hampden project

1 message

Dianne Rice <dianner@bactsmpo.org> Men, Jun 15, 2015 at 12:05 PM
To: "Susan Lessard (manager@hampdenmaine.gov)" <manager@hampdenmaine.gov>

Sue

The State has come back to us offering to lend BACTS the funds to do the entire 1.73 miles of 1A to complete
the project. At the meeting tomorrow we will be asking the Committee to decide which scope to move forward
with. Continuing with the complete reconstruction — removing the concrete base or doing a widening, close
drainage and the side walk — which is about $1,000,000 less. The Town will have to agree to the 10% local
share and most likely this will get advertised and built in 2019 could even be 2020. Those details will be worked
out later. The town should currently have $120,000 allocated as match to the $1,200,000 BACTS funded in
2016-17 workplan and this should be deducted from the following numbers. The local share for the complete
reconstruction would be approximately $565,000 { less the $120,000 already allocated) and the 10% share for
the less expensive widening would be $465,000 (less the $120,000 already allocated). The funds would need
to be available as | previously discussed with you PE, right of way and 50% of construction costs at
Advertisement Date and the remainder as it is billed out.

I wanted to give you the heads up on the conversation we will be having. L.et me know if you have any further
questions or want to discuss further.

Dianne

Dianne Rice

Transportion Technician

TRANSPORTATION SYSTEM

12 Acme Rd. Suite 102, Brewer Maine 04412 - 207-974-3141

of 1 6/15/2015 1:03 PM
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TOWN OF HAMPDEN
DEPARTMENT OF PUBLIC WORKS

106 WESTERN AVE.
HAMPFDEN, ME 04444

TEL 862-3337 FAX 862-3910

June 16, 2015

To: Susan Lessard

From: Sean Currier

Subject: Existing manhole replacement in conjunction with new
sewer installation on Main Road N at Oid County Road.

It is my understanding that Ted Berry Company is doing a sewer pipe
bursting project for the Town of Hampden in conjunction with the water
main replacement on Main Road N, contracted to Gardner Construction.

It would be my recommendation to replace the existing, marginal
condition, barrel block structures on both ends at the time of the sewer
pipe renewal. The contractor will be digging pits to allow for pipe bursting
regardless. In my opinion, it would be more cost effective and efficient
for all parties to remove the existing structures and perform the pipe
service as contracted, then install new precast concrete structures. A
significant portion of the existing problem is no invert in the downstream
structure, therefore causing material to backup and the sewer to
surcharge and additional maintenance time by the Public Works crew.

The additional cost to install (2) two new precast concrete structures by
Gardner Construction would be $9,700.00.

*Please refer to the attached pictures of the manholes in question and
quote from Gardner Construction.

Thank you for your consideration.

Sincerely,

Sean Currier
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Sean Currier <publicworks@hampdenmaine.gov>

Manhole Replacements 1A
2 messages

Randy Gardner <randy@gardnerconstructionenterprises.com=> Tue, Jun 16, 2015 at 11:16 AM
Tao: "Sean Currier (Publicworks@Hampdenmaine.gov)" <Publicworks@hampdenmaine.gov>
Cc: Tom Jewell <Tom@gardnerconstructionenterprises.com>

Sean,

The cost for replacing these 2 manholes would be 8,700.00

This includes supply and installation of 2 manholes.
Precast inverts.

Reuse of frames and covers if not broken or deteriorated.
Pavement patching

Bypass pumping as needed.

If you have any questions, please give me a call.

Randy Gardner

Gardner Construction Enterprises LLC
P.O. Box 6209

Hermon, Maine 04402

(207) 478-6369 FAX (207) 945-3595

randy @gardnerconstructionenterprises.com

www gardnerconstructionenterprises.com

Sean Currier <publicworks@hampdenmaine.gov> Tue, Jun 16, 2015 at 11:58 AM
To: Randy Gardner <randy@gardnerconstructionenterprises.com>

https://mail.google.com/mail/uw/0/i=2& ik=acc7dfda2 1 &view=pt&search=inbox&type=1... 6/16/2015



YourState Department of Transpartation

3 o

Bureau of Bridges and Structures

Bridge Maintenance

Structure Inventory and Appraisal Sheet (English Units)

[Bridge Key: 3366 Agency ID: 3366 SR 27.2  SDIFO: 8D )
Y i
[ IDENTIFICATION INSPECTION
Siate 1. 3 Maine Shtuc Num 8: 3386 Fraguancy 51; 24 munths  Inspection Dale 50: B/t6/2034  Next intpection OGMEHE
F. ied T: MANNING MILLSRD  Localion 8 1.1 I NRT 202
‘aciily Carriad M et FC Frequency 2A:  MA FC Inspection Dale 03A;  NA Nan! FC Inspattion:  NA
Ria {OnfUnden)SA:  Routa Un Slructure Ris. Signing Pretlx £8: 5 Cily Strant UW Froquancy B28: 24 months  UW Inspaction Date DIB:  &/2712043  Naxt UW Inspection: BIZ772015
Level of Service 5C: 0 Nona of the beiow Rt Nuenbaer 50: 00000 Sl Froquency 925 NA Si Date 930 MA Mext 56 NA
Diracliona! Suffix 5E: O N/A (NBI) % Responsibiity : a
Efsment Froquancy: 24 tonths  Elemant inspaciion Dats:  0/18/20 14 Nexl Elem. Inzp. Dus 06/15/2018
SHD Digtrict 2; 04 Eastom Courdy Code 3: G103 Penotscol y.
Pince Coda 4: 19280 Hampden Mie Post 11; Q180 mi ' %
CLASSIFICATION
Faalure intersacied B:  SOLUADABSCOCHR STR Dedenss Highway 100. 0 Not a STRAHNET fwy  Pamtial Struchirs 101; No |t bridge exists
Latituas 16; 444 45 36" Longitude 17 068 51 06° Diraclion of Traffic 102: 3 1-lana Br for Z.way Tamporary Structure 103; Not Applicabie (i)
Border Sridge Coda 08: Fiat Applicable {P} Highway Syslem 104: 0 Nod on NHS NBIS Length 112: l.ang Enough
Tol Faciity 20: 3 Qn free road Functiorral Clags 26: €9 Rural Local
Barder Bricge Number 8% n/a
L J Datonss Hwy 110: O Not a STRAHNET hwy  Historical Significsnce 37: 4 Hist sign not
™ o a: datarmin
( STRUCTURE TYPE AND MATERIALS WTerZE 03 TownTawnship Hwy Agancy
Numbaer of Approach Spans 48 0 Number of Spans Main Linit 45; 2 9 Custodian 21: 03 Town/Townehip Hwy Agoncy J
Main Span Malsral/Design 43A/8: - N
3 Stesl {2 SwringanGirdar Dack 58 CONDlTiON
B Satisfagiory Super 58:  5Falr SubB0: 3 Seraus
Culver 622 N NFA {NE) Channal/Channel Protaction 61: 5 Bank Prot Eraded
L
Deck Type 167: 5 Waod of Flmbar i ™
Wanring Surnce 108A; 6 Bilumincus LOAD RATING AND POSTING
Membrans $098: 2 Proformed Fabric invenlory Rating Mathod 8%5. 3 LRFR load & Fes, Operating Raling Maethod 63: 3 LRER Load & Res. F
Deck Protection 1080: Norte: Invaniary Rating 66: HS¢0.5 DOparaling Raling f4: H5136
. v,
™ Dasign Lead 31: M$ 22.5 or graater Posiing 70: 0 *39 8% below
[ AGE AND SERVICE
Posling stalus £1: A Openr, nt rustriction
Yusr uilt 27 1696 Year Reconstructed 106: © \__ J
Type of Service an 41A: 1 Highway { ™y
Type of Sarvice undaer 428: 3 Watarway APPRAiSAL
tanas on 28A: 1 tanas Under J8B: 0 Dafour Length 19; 63,9 mi Briciys Rail 30A; O Subatandard Anpraach Rad 36C: 0 Substandard
ADT 28 25 Truck ADT 109 5% Yosrof ADT 30: 2013 Transiton 350; 0 Subslandard Approach Rai Ends 360;" 0 Substandard
o - Sir, Evaluation 67: 3 Dack Geomatry B8: T Above Min Critaria
Ty
GEOMETRIC DATA Underelearanca, Vartical and Horizantl §0; N Not applicabie (NB1)
Langth Max Span48: 10011 Structura Length 49: 8704 Watsrway Adequacy T4 § Above Desitable Approach Alignment 112 8 Equal Dasirabla St
Curb/Sdwik Width L S04 0.6t Curb/Sidewalk Width R 508: 0.6 4 Seor Crilical 132: 8 Stabis Abova Foating
Width Curn o Curs 51 4514t Width Out $a Out 52; 16.01 o A
' ™
Approach Roadway Wiath32; 1401 Megian 32: O Ho madian
hopwoscn men PROPOSED IMPROVEMENTS
Dock Area: £072.15g. Bridge Cost 94: MNA Typa of Waork 75; Unkrown {P)
Sxewd: 000 Structurs Flsrsd 35: 0 Naftare Roacwny Cost 85: Lirknown Length of Improvement 76:
Varical Clearanca 10: §9.994 Heriz, Cleatance 4): 15001 Tots! Cost 86° Unknown Future ADT 114: a8
Minimum Vertical Clearance Over Bridge 53: nrot Yaar of Cost Eslimate 87; Linknown Yast of Futyre ADT 195 2013
Minimum Vertical Undarcisarance Rafaronce 54A: N Faature not hwy or RR )
-~
Minimum Vartical Undarciarance 548: 0.a NAVIGATION DATA
Minimum Lateraf Undsrelearance Rafershos R 55A: N Fetturs not hwy ar RR Havigation Conlroi 38: U Parmit Nol Required
Mi Laleral ) R 55: 32184 Vartieal Clearance 39, a0 Haorizontal Clearance 40; .01t
Minimum Lateral Underciearancs L 56; 0.OH A Fier Proleclion 111 Not Applicabis (P) Lifl Bridge Vertical Clearance 1168: 200 y
A
ELEMENT CONDITION STATE DATA
St Unit | EimvEny " Description Units [Tolai Qiy 1ialy. 5L % in2 (a5t 2] % ina [0y, 5U3T % n 4 |Gty §14] % inE Gly. St.5
1 sklp) Timbar Dack/AG Oviy (SF) 1,074 0 % 0 100 % 1,072 0 % a 0 Y b 9 % 0
1 10772 Paint SU Opn Ghder {LF} .’ﬂi G % 0 0% O 50% 168 50 % 168 0% 0
1 2"1""012 R/Conc Piar Wali (LF) 25 0 % Q0 50% 13 %% a 50% 13 0 % 0
1 2152 RiCone Abutment {LF} 50 40 20 60% 30 0% 4 0% Q 4 T
1 2182 iUndefined Wail Elem. ) 2 0w d4 254 5 50% 1 259 Y 0
1 511/2  |Moveatra Bearing {EA} 2 [H %1 0 50 % 185 10 % 0% Q 0 % 4]

INSPOO7_Inspection_SIA_English

Agency |

D:

Tue 4/21/2015 15:56:51
Page 1 of 6




YourState Department of Transportation Bureau of Bridges and Structures

Bridge Maintenance
Structure Inventory and Appraisal Sheet (English Units)

SirUnit EmEnd______ Dsscripton " units Tolal iy | % 1 [ary. St 1] % n2 [Gly. St.2| % m 3 JQiy. St 3 "'.'fe"iﬁjﬂf&- SL4f %ins fay. 5t 5

1 @32 iTimb Biidge Raiting (LF} 134 104 % 134 0% Q 0 % it 0% 0 4% 4]

1 pB1/2  |Scour Smart Flag {EA) 1 0% 0 0% 0 100 % 1 0% Q 0% i

k) Q82 |Waar.Sul- AC+Mambr, {SF) 1.070 0% O 00 % 1,670 0 Y a 0 % 0 0% Q

1 [x88/2  iPaint {SF) 3,550 0% a O % [n 0% 0 100 % 3,550 0% a
Str Unit |Exm/Env, Descrinlion Elemant Notes

1 gz Timbar Dack ~ w! AC Qverlay < nong >

1 107/2  iPainted Steel Open Girder/Beam  Girdars delaminated rust faking off 1/4" thick (sea pkolos)

1 21022 [Reinforcad Conc Pier Wall Sever undermining.

1 152  |Reinforced Conc Abutment < none >

1 R1B/2  Undefined Wall Eiem (Incl. Wing-, i< nons >

1 B11/2  [Movestle Bearing (roker, siding, &< none >

1 P32 [timber Bridge Railing < nong >

1 [612  Seowr [Cenlar pler sevar undetmining, i

1 DB32 Wearing Sutlace - AC & Mambrand< nona >

t  PEZ  Paint (Dummy Elemant) Paint falted.
BRIDGE NOTES

2 Simple span bridge wistesl rolied girders on concrete abutments ang pier, Timber deck and bituminous WIS,

PAST INSPECTION
Inspection Date:  06/18/2014 Type: 1 Regular NBI
inspector: DTJHARR ' Pontis User Key: DTJMARR - STEV
Scopsa:
NBI: Other: ] Element:  [¥]
Underwater: ﬁ Fracture Critical: m

INSPECTION NOTES

(SUBSTRUCTURE: Both abutments have map cracking spaced sporadically across breastwall. No undermining seen or )

expacted. Pier wall also has sporadic map cracking however, dive report indicates a large area of undermining which has not

been addressed

SUPERSTRUCTURE: All siringers have lost their paint. Rust flaking along bottom flanges arid some sporadic dimpling due to

corrosion, Bearings also appear to have lost their paint. Very difficuit to see if any corrasion exists. Deck planking in generally

good condition,

Wearing surface is in falr condition with at least 4 transverse cracks.

Flease refer to mest recent dive report for channel details.

. y,
INSPO07_Inspection_SIA_English . T :56:

0 nsp . __ng Agency iD. 3366 ug 4/21/2015 15:56:51
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YourState Department of Transportation Bureau of Bridges and Structures
Bridge Maintenance

Structure Inventory and Appraisal Sheet (English Units)

PAST INSPECTION

Inspection Date:  08/27/2013 Type: C UW-State force SCUBA
Inspector: DTCEDBWA Ponlis User Key: DTCEDWA - CAR
Scope: - .
NBI: . Other: O Element: [ ]
Underwater: E’} Fracture Critical: m

INSPECTION NOTES

rE‘:LIEBSTRUCTURE: Both abutments have map cracking spaced sporadically across breastwall. No undermining seen or
expacted. Pier wall also has sporadic map cracking however, dive report indicates a farge area of undermining which has not
been addressed

SUPERSTRUCTURE: All stringers have lost their paint. Rusl fiaking along bottors flanges and some sporadic dimpling due to
corrosion. Bearings also appear to have lost their paint. Very difficull 1o sea if any corrosion exisls. Deck planking in generally
good condition.

Wearing surface is In fair condition with at least 4 transverse cracks.

A S
PAST INSPECTION
Inspaction Date:  11/01/2012 Type: 1 Regular NB!
inspector: Pontis Pontis User Key: Pontis - Pantis Poi
Scopa:
NBI; vl Other: ] Element:  [V]
Underwaler; E:E Fracture Critical: Q
INSPECTION NOTES

rSUBSTRUCTURE: Both abutments have map cracking spaced sparadically across breastwall. No undermining seen ar
expecied. Pier wall also has sporadic map eracking howaver, dive report indicates a iarge area of undermining which has not
been addrassed

SUPERSTRUCTURE: All stringers have losl their paint. Rust flaking along bottom flanges and some sporadic dimpling due io
corrosion. Bearings also appear to have iost their paint. Very difficult to see If any corrosion exists. Deck planking in generally
good condition.

Woearing surface is in fair condition with at jeast 4 transverse cracks.

INSPO07_Inspection_SIA_Engiish Agency D: 3366 Tue 4/21/2015 15:56:51
: Page 3 of 6




YourState Department of Transpartation Bureau of Bridges and Structures

Bridge Maintenance

Structure Inventory and Appraisal Sheet (English Units)

PAST INSPECTION

Inspection Date:  11/01/2011 Typa: C UW-State force SCUBA

Inspector: DTCEDWA Pontis User Key: DTCEDWA - CAR

Scope:

NBE: ] Other: ] Element: [ |
Underwater: f{] Fracturs Critical: m

INSPECTION NOTES

' A
. J
PAST INSPECTION

Inspection Date:  06/16/2010 Type: 1 Regular NBI

Inspector: DTPBELA Pentis User Key: DTPBELA - PAUL

Scope:

NBI: @ Other: i:} Element: ﬁ
Underwater: | | Fracture Critical; | |

INSPECTION NOTES

(Structure is In serious condition. The center pier is undermined over 4 feet under and 3 + feet deep 1o deep 1o wade to get h
accurate measurements. Refer to 2009 under water inspection. The girders are delarninating 1/4" thick rust flaking off.
Foundation is ledge unsure under pier.
. S

INSPOO7_Inspection_SIA_English . T 112 :56:
~nepection SIA_Eng Agency ID: 3366 e e o




YourState Department of Transportation Bureau of Bridges and Structures

Bridge Maintenance

Structure Inventory and Appraisal Sheet (English Units)

PAST INSPECTION

inspection Data:  Q6/17/2009 Type: C UW-State force SCUBA
Inspector; DTCEDWA Pontis User Key: DTCEDWA - CAR
Scope:
NBI: ™ Cther: [ Elament: [ |
Underwater; fﬁ Fracture Critical: Q;
INSPECTION NOTES

(Structura is in sefious candition, The center pler is undermined aver 4 feet under and 3 + feet d
accuraie measurements. Placed struclure on dive list to dive on
off. Foundation is ledge unsure under pier.

sep {o deep to wade to gel )
pier only. The girders are delaminating /8 inch thick rust flaking

.

PAST INSPECTION ’
Inspection Date:  08/2712008 Type: 1 Regular NB|
Inspector: DTPBELA Ponlis User Key: DTPBELA - PAUL
Scopa:
NBi: Q’j Other: ﬂ Element: E
Underwater; ﬂ Fracture Critical: E:}
INSPECTION NOTES

(Structure is in serious condition. The center pier is undermined over 4 foet under and 3 + fee
accurate measurements. Placed structure on dive list to dive on
off. Foundation is ledge unsure under pier.

t deep to deep {0 wade to get
pier only. The girders are delaminating 1/8 inch thick rust flaking

INSPOO7_Inspection_SIA_English A . Tue 4121712015 15:56:51
- . gency ID: 3366 18 15
ge 50f 6




YourState Department of Transportation Bureau of Bridges and Structures
Bridge Maintenance

Structure Inventory and Appraisal Sheet (English Units)

PAST INSPECTION

Inspection Date:  08/21/2008 Type: 1 Regular NBI
Inspector: DTPBELA Pontis User Key: DTPBELA - PAUL
Scape:

NBI: v Other: ] Element: [V]

Underwater: E Fracture Critical: Ej

INSPECTION NOTES

(Structura is in sefious condilion. The center pier is undermined over 4 feet under and 3 + feet deep {o deep to wade to get h

accurate measurements. Placed structure on dive list to dive on pler only. The girders are defaminating 1/8 inch thick rust flaking
off. Foundation is lfedge unsure under pier.

;AST INSPECTION ’
Inspection Date:  08/19/2004 Type: 1 Regular NBI
tnspector: -1 Ponlis User Key: PJB
Scope:
NBI: 4 Other: ] Element: [¥]

Underwater: [ﬁ Fracture Crilical: E:}

INSPECTION NOTES

( ™
\ v,
INSPECTOR WORK CANDIDATES

Work Candidate 1D Action Object Agency Agency | Assigned io Rec.

Status Priority a Project Date
n.DOTO01-0C7C2AER-00000090 Hepl Paint T iPnin S0 Opn Girder T lapproved High ™ iNe T Brigfotae
A-ROT001-DCTC2AEB-GOODOGZE Hahab Elem RfConc Pier Wall Approved High No BAS2014
A-DQTO01-0CTC2AES-00000032 PPr Maint Mavendle Bearing Pppraved High Na B/16/2014

INSPO07_Inspection_SIA_English 3366 Tue 4/21/2015 15:56:51
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